
APRIL 2013

TTC LED LIGHTING
- LED YARD LIGHT

- LED PARK LIGHT

- LED EXPLOSION PROOF

- LED MOVEABLE WORKING LAMP

- LED RGB LAMP

- LED SPOTLIGHT RGB

- LED HIGH BAY LAMP

- LED HIGH MAST LAMP

- LED STREET LIGHT

































































TTC LED High Bay 90W Specification
Model Name TTC LED High-Bay Lamp

Model No. TTC-HB-045-03-90W

Power Consumption  97W

Luminous Flux 9000 Lm

Input Voltage 85~265V AC 

Life Span >50,000 Hours

IP Rating IP 65

Certificates CE ,RoHS ,CUS
Warranty 3 Years
MOQ 3 PCS

Working Environment "-30~45 oC
Power Factor >0.98 Working Humidity 10%~95%
Frequency Range 50~60Hz Lamp Efficiency >95%
Power Efficiency >90% Uniformity >0.8
LED Luminous Efficiency 100 Lm/W Beam Angle 60-120 degree
Color Temperature 2500K~6000K Dimension (mm.) 494 (l) x 330(w) x237(h)
Light Distribution Rectangular Beam Net Weight 7.8kg
Color Rendering Index >75 Packing 1 pc/carton
Total Harmonic Distortion <15% Carton Size (mm.) -
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TTC LED High Bay 120W Specification
Model Name TTC LED High-Bay Lamp

Model No. TTC-HB-045-03-120W

Power Consumption 126.0W

Luminous Flux >10,800 Lm

Input Voltage 85~265V AC 

Life Span >50,000 Hours

IP Rating IP 65

New Model

Certificates CE ,RoHS ,CUS
Warranty 3 Years
MOQ 4 PCS
Working Environment "-30~45 oC

Power Factor >0.98 Working Humidity 10%~95%
Frequency Range 50~60Hz Lamp Efficiency >95%
Power Efficiency >90% Uniformity >0.8
LED Luminous Efficiency >90 Lm/W Beam Angle 60-120 degree
Color Temperature 2500K~6000K Dimension (mm.) 610 (l) x 330(w) x306(h)
Light Distribution Rectangular Beam Net Weight 12.6kg
Color Rendering Index >75 Packing 1 pc/carton
Total Harmonic Distortion <15% Carton Size (mm.) 800 x 335 x 220
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TTC LED High Bay 160W Specification

Model Name TTC LED High-Bay Lamp

Model No. TTC-HB-045-04-160W

Power Consumption 166.0W

Luminous Flux >14400 Lm

Input Voltage 85~265V AC

Life Span >50,000 Hours

IP Rating IP 65

Certificates CE ,RoHS ,CUS

Warranty 3 Years

MOQ 4 PCS

Working Environment "-30~45 
o
C

Power Factor >0.98 Working Humidity 10%~95%

Frequency Range 50~60Hz Lamp Efficiency >95%

Power Efficiency >90% Uniformity >0.8

LED Luminous Efficiency >85 Lm/W Beam Angle 60-120 degree

Color Temperature 2500K~6000K Dimension (mm.) 610 (l) x 330(w) x306(h)

Light Distribution Rectangular Beam Net Weight 12.6kg

Color Rendering Index >75 Packing 1 pc/carton

Total Harmonic Distortion <15% Carton Size (mm.) 800 x 335 x 220

New Model

Lamp Structure Images Lamp Light Distribution Curve
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SPECIFICATION :

Model Name  LED Street Light

Model No.  TTC HB‐045‐05‐200W

Power Consumption  198.6W

Luminous Flux  >17518.86 Lm

Input Voltage  85~265V AC, 12V DC

Life Span  >50,000 Hours

IP Rating  IP65

Certificates  CE, RoHs, CUS

MOQ  5 PCS

Power Factor  >0.98 Warranty  36 Months

Frequency Range 50~60HZ Working Environment ‐30~45°CFrequency Range  50~60HZ Working Environment  ‐30~45 C

Power Efficiency  >90% Working Humidity  10%‐95%

LED Luminous Efficiency  >100Lm/w Lamp Efficiency  >95%

Color Temperature  2500K~5500K Uniformity  >0.8

Light Distribution  Rectangular Beam Beam Angle  45°,60°,90°,120°

Color Rendering Index  >75 Dimension (mm)  726(I)*330(w)*306(h)

Total Harmonic Distortion   <15% Net Weight   14.6 KG.

 (Height=10m) > 32Lux Packing  1 pc/carton

 (Height=12m) > 30Lux Carton Size (mm)  1000*385*220

 (Height=10m) 30m * 15m

 (Height=12m) 36m * 18m Lamp Structure Images

Lamps Light Distribution Curve

Average Illumination

Effective Illuminated Area
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Model TTC LED-LC-SD001 80W

LED chip : Bridgelux LED chip 45mil

lifetime : 50,000 hours

Uniformity >0.7

LED Luminous Efficiency >100Lm/w

Power Efficiency >88%

TTC LED HIGH BAY SPOT LIGHT
HIGH POWER SECIFICATION

y

Power Factor 98.08%

Power supply : 1 input ,1,2,3 output which make sure each module fixing 

Luninous Efficiency >95%

Input Voltage 85-265VAC/50-60HZ

CRI Ra>75

Color Temperature 2500K~5500K

Working Life >50000H

IP IP67

Material Aluminum Alloy

Total Harmonic Distortion <15%

Working Environment temperature -30 ~45  ;Humidity 10%~95%

Certification CE,ROHS,FCC

Power 80W

Each LED module watt 60x2
LED Original Luminous 8,000

N.W(kg) 5.5

G.W(KG) 6

Warranty 5 YearsWarranty 5 Years

Packing Size(mm) 63.4*39*18.5 cm
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Model TTC LED-LC-SD001 100W

LED chip : Bridgelux LED chip 45mil

lifetime : 50,000 hours

Uniformity >0.7

LED Luminous Efficiency >110Lm/w

Power Efficiency >88%

TTC LED HIGH BAY SPOT LIGHT
HIGH POWER SECIFICATION

y

Power Factor 98.08%

Power supply : 1 input ,1,2,3 output which make sure each module fixing 

Luninous Efficiency >95%

Input Voltage 85-265VAC/50-60HZ

CRI Ra>75

Color Temperature 2500K~5500K

Working Life >50000H

IP IP67

Material Aluminum Alloy

Total Harmonic Distortion <15%

Working Environment temperature -30 ~45  ;Humidity 10%~95%

Certification CE,ROHS,FCC

Power 100W

Each LED module watt 50x2
LED Original Luminous 11,000

N.W(kg) 8.5

G.W(KG) 9

Warranty 5 YearsWarranty 5 Years

Packing Size(mm) 63.4*39*18.5 cm
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Model TTC LED-LC-SD001 -120W

LED chip : Bridgelux LED chip 45mil

lifetime : 50,000 hours

Uniformity >0.7

LED Luminous Efficiency >110Lm/w

Power Efficiency >88%

HIGH POWER SECIFICATION
TTC LED HIGH BAY SPOT LIGHT

Power Factor 98.08%

Power supply : 1 input ,1,2,3 output which make sure each module fixing 

Luninous Efficiency >95%

Input Voltage 85-265VAC/50-60HZ

CRI Ra>75

Color Temperature 2500K~5500K

Working Life >50000H

IP IP67

Material Aluminum Alloy

Total Harmonic Distortion <15%

Working Environment temperature -30 ~45  ;Humidity 10%~95%

Certification CE,ROHS,FCC

Power 120W

Each LED module watt  40x2,30x3
LED Original Luminous 13,200

N.W(kg) 9.5

G.W(KG) 10

Warranty 5 YearsWarranty 5 Years

Packing Size(mm) 63.4*39*18.5 cm
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Model TTC LED-L001 200W

LED chip : bridgelux LED chip 45mil

lifetime : 50,000 hours

Uniformity >0.7

LED Luminous Efficiency >110Lm/w

Power Efficiency >88%

HIGH POWER SECIFICATION
TTC LED HIGH BAY SPOT LIGHT

Power Factor 98.08%

Power supply : 1 input ,1,2,3,4,5 output which make sure each module 

Luninous Efficiency >95%

Input Voltage 85-265VAC/50-60HZ

CRI Ra>75

Color Temperature 2500K~5500K

Working Life >50000H

IP IP67

Material Aluminum Alloy

Total Harmonic Distortion <15%

Working Environment temperature -30 ~45  ;Humidity 10%~95%

Certification CE,ROHS,FCC

Power 200W

each LED module watt 50
LED Original Luminous 22000

N.W(kg) 13

G.W(KG) 14

Warranty 4 YearsWarranty 4 Years

Packing Size(mm) 870*390*185





































1 Integrated packaging LED source ,dedicated heat dissipation system, high quality LED driver ,long lifespan

2 Well designed ,reasonable light distribution ,fitting lighting Standard

3 Aluminous alloy outer skin ,better heat dissipation ,lower weight ,higher safety

Power 85W

8m > 15LUX

Uniformity > 0.26

LED Luminous Efficiency >100 Lm/W

Luminous Efficiency >90%

LED Initial Flux >8500lm

Color Temperature 3000K/4000K/5000K/6500K

Color Rendering Index Ra > 75

Input Voltage 100~277V ,50~60Hz

Power Factor > 0.95

Power Efficiency > 0.95%

Total Harmonic Distortion < 15%

Temperature -30 oC~45 oC

Humidity 10%~95%

IP Rating IP66

Working Life >50,000 Hours

Material Aluminum Alloy

Packing Size 11 kg

Dimension 745 X 360 x 140 cm

TTC LED STREET LIGHTING
MODEL : TTC-EL-088-85W

Specfication

Average Illumination

Working Environment

มอก. 1995/2551





1 Integrated packaging LED source ,dedicated heat dissipation system, high quality LED driver ,long lifespan

2 Well designed ,reasonable light distribution ,fitting lighting Standard

3 Aluminous alloy outer skin ,better heat dissipation ,lower weight ,higher safety

TTC LED LIGHT SPECIFICATION
MODEL : TTC-EL-089-110W

มอก. 1995/2551

Power 110W

8m > 21.5LUX

Uniformity > 0.26

LED Luminous Efficiency >100 Lm/W

Luminous Efficiency >90%

LED Initial Flux >9500lm

Color Temperature 3000K/4000K/5000K/6500K

Color Rendering Index Ra > 75

Input Voltage 100~277V ,50~60Hz

Power Factor > 0.95

Power Efficiency > 0.95%

Total Harmonic Distortion < 15%

Temperature -30 oC~45 oC

Humidity 10%~95%

IP Rating IP66

Working Life >50,000 Hours

Material Aluminum Alloy

Packing Size 11 kg

Dimension 745 X 360 x 140 cm

Specfication

Average Illumination

Working Environment
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